
Specifications
System Type    2-way

Powered or Passive    Passive

Program Power (watts)   1400 watts peak 

    700 watts program   

Biampable   No

Nominal Impedance (Ohms)  8

Max SPL (dB)    125.5dB continuous

Frequency Response (Hz +/- 3dB)  55 - 18k (Hz +/-3dB)

Crossover Frequency (Hz)  1900Hz

LF Driver      15”

HF Driver     3”

HF Horn    Injection molded ABS

HF Dispersion (°H x °V)   60° x 40°

Inputs     2 x Speakon

    2 x 1/4”

Flying Hardware    2 x Top, 2 x Bottom, 

    2 x Each Side, 2 x Pullback 

    1/4”-20 Threading

Bar Handles    2 x Side, 1 x Top

Pole Mount Adapter (1 3/8-inch/3.5cm)  1 Bottom 

Enclosure Materials    ABS Coated Birch Plywood

Grille     Powdered Coated 

    Perforated Steel

Dimensions (DWH xbackW, inches)  14 x 18.5 x 30 x 12

Dimensions (DWH xbackW, cm)   35.5 x 47 x 76 x 30.5

Weight (lbs/kg)   61 / 27.8

Box Dimensions (LxWxH, inches)  16 x 21 x 10.2

Box Dimensions (LxWxH, cm)  41 x 53 x 82

 

Specifications subject to change without notice

Features
l 1400 Watts (Peak) 700 Watts (Program)
l 15-inch woofer with 3-inch voice coil
l 3-inch compression driver
l 60° x 40° HF dispersion
l ABS coated birch plywood cabinet construction
l Made in Canada

Overview
Building on the market success and positive user reaction to 
the Elite powered cabinets, Yorkville Sound introduces three 
new elite passive speakers. Now available in 10, 12 and 15-inch 
configurations, the passive elites’ provide the perfect solution 
for installations and venues with existing power amps.
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