
Specifications
System Type    Subwoofer

Powered or Passive    Powered

Power Rating (watts)    2000 watts peak 

    1000 watts program  

Max SPL (dB)    126dB continuous

Frequency Response (Hz +/- 3dB)  45 - 100Hz

Crossover Frequency (Hz)   100Hz

LF Woofer    15”  (3” Voice Coil) 

LF Amplifier Type    Class D

Cooling Scheme    Convection Cooled

Power Cable    Yes (Detachable IEC)

Level Controls    Output Level

Inputs     1 x XLR, 1 x 1/4” 

Outputs     2 x LINK (1 x XLR, 1 x 1/4” 

Other Features   Line/Speaker Level Switch 

Bar Handles    2 x Side 

Pole Mount Adapter (1 3/8-inch/3.5cm)  1 Top 

Enclosure Materials    15mm Birch Plywood

Grille     Powdered Coated 

    Perforated Steel

Covering / Finish   Paint

Dimensions (DWH xbackW, inches)  24 x 17.4 x 20

Dimensions (DWH xbackW, cm)   61 x 44.2 x 50.8

Weight (lbs/kg)    82 / 37.3

Box Dimensions (LxWxH, inches)  25 x 18.5 x 22

Box Dimensions (LxWxH, cm)  63 x 47 x 55

 

Specifications subject to change without notice

Features
l 2000 Watts (Peak) 1000 Watts (Program)
l Max SPL 132dB Peak (126dB Continuous)
l 15-inch woofer with 3-inch voice coil
l Compact Bass Reflex Design
l Made in Canada

Overview
The 1000-watt compact single 15-inch powered PS15S bass reflex 
subwoofer is one of the most versatile compact active subwoofers 
Yorkville Sound offers. Designed to be the ideal companion to the 
Parasource PS12P full range loudspeaker, the PS15S actually can 
be easily integrated in to virtually any small or medium format PA 
application. 

Capable of connecting to any audio source (including speaker lev-
el input) the PS15S can easily be added to virtually any mobile live 
sound or installation PA system quickly for added low end support. 
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